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Major Revision
New Features/Enhancements
· All new application interface utilizing a multiple document interface (MDI).
· Multiple objects can be open at the same time.
· Active Alarm View.
· Every object has quick links to load other objects it references.
· You can now see lists of cabinets, cdus, circuits, lines, locations, outlet groups, and zones.
· Columns can be sorted or grouped.
· Advanced paging control to help performance of display. 
· Enhanced Search capabilities:
· Search by: CDU Name, Environmental Monitor Name, Sensor Name, Contact Closure Name, Infeed Name, Outlet Name, Cabinet, Location Outlet Cluster, Outlet Group
· User Defined Dashboard Views.  Views are configured per user.
· New “single pane of glass” Interface for objects (CDUs, Locations, Cabinets, Zones, Circuits, Outlet Groups & Clusters) in Sentry Power Management.  Each object will have an overview page with trends and tabbed configuration screens.
· Zone Management allows for the virtual grouping of devices and/or cabinets for reporting of the contents as a whole.  Zones can be monitored via summary screens.
· Circuit Management allows the user to virtually group CDUs to match the physical infrastructure of the power systems being monitored.   Circuits can be monitored via summary screens, reports and trends.
· Device Selection organized by:
· By IP Subnet
· Type of Item
· Device Hierarchy
· Intelligent Data Grid for managing large data sets.  This feature includes intelligent data filtering for sorting and grouping data, the ability to show/hide columns, and the ability to export selected data to an Excel worksheet. 
· Intelligent Data Filtering technology allows for filtering data based on input fields at the top of the screen.  Data entered into the input fields will be processed immediately.  The filters can be simple or complex matching many fields at once.
· Most screens have the ability to export the RAW data set displayed to an Excel worksheet.
· Action Reasons feature allows the user to log information about the task being completed.
· Most configuration screens offer the ability to select multiple items for applying configuration to a large set of objects.
· Column values in lists can be set in mass using the footer bar.
· 3 Phase devices and Circuits now have line distribution graphs for 3 phase load balancing.
· Reports and Trends configuration can be saved.
· Reports and Trends can be scheduled and emailed at periodic times.
· Log entries can be filtered using the Intelligent Data Filtering and exported as RAW data to an Excel worksheet.
· Ability to schedule 1 time, daily, weekly or monthly Outlet Actions, Device Discovery, Email Report, Email Trend, Backup, Outlet Group, Outlet Cluster, DB Maintenance.
· Scheduled tasks can be viewed on a calendar as a Task Overview monthly schedule or as a Task Detail list.
· Ability to place thresholds on SPM objects representing CDUs, Cabinets, Locations, Zones and Circuits.
· Global setting of thresholds.
· Thresholds now include values for Warning High and Low and Critical High and Low.
· SPM now provides Servertech DC products the option to add a user defined voltage per outlet so that power information can be calculated.
· Location images enhancements:
· Allow snap to grid.
· Resize of icons.
· Icons can be rotated.
· All icons can be moved, sized or rotated at the same time.
· Maps point of view can zoom in and out, fit to width/height.
· Command Line Interface option to shutdown and power off the SPM.
Improvements
· Power type of device is now displayed.
· Discovery History can now be managed, scheduled and reused.
· Devices can be placed in Maintenance Mode in groups by selecting multiple devices.
· Devices can be assigned a Cabinet or Location in groups by selecting multiple devices.
· Most items now have a right-click menu as a secondary means of invoking a selected action.
· Application Help is now online and included with the SPM software.
· User Inactivity Timeout is now user configurable per user.
· Server time/date is displayed in the footer bar on the right hand side.
· Improved Network Port management in the Graphical User Interface.
· SPM displays its Serial Number on the Add License and Product License screens.
· SNMP settings are user adjustable, including Polling rate.
· Trending can now specify last #period of time instead of just working on whole day ranges.
· Location images can be changed.
· Location images can be resized.
Deprecated
· Not Applicable
Discontinued or Removed Features
· Not Applicable
Major Issues Resolved
· Not Applicable
Bug Fixes
· Not Applicable
Upgrade Path
· Users upgrading to 5.0.0.3707 must be on the 4.3.3 SPM release.
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